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Inventory of field visit photos 

Note that Route 151 is considered north‐south for the entire alignment, although it may appear to be 

east‐west at some points.  For example, Route 151 is on more of an east‐west alignment at Route 627 

than north‐south, so what would appear to be the northwest quadrant on an aerial, is actually 

considered the southwest quadrant for discussion purposes.  Photos were taken in the month of 

February. 

 

1. Route 664 (Beech Grove Road and Glenthorne Loop) at Route 151  

(file name: Rt664_Pxx.jpg) 

P01: On Beech Grove Road approach, looking north.  Vegetation has potential to block view to the north 

during summer months, limiting sight distance. 

P02‐12: northbound approach of Route 151, to show placement of signage as to  illustrate signage can 

be confusing. 

 

2. Route 627 (Spruce Creek Lane and Glenthorne Loop) at Route 151 

(file name: Rt627_Pxx.jpg) 

P01: view from Glenthorne Loop looking across to Spruce Creek Lane. 

P02‐04: view of historical mill foundation. 

P05‐06: view from Spruce Creek Lane, looking to the south, embankment limits sight distance 

P07‐15:  view  along  Glenthorne  Loop moving  towards  Route  151;  notice  offset  alignment  with  the 

opposing leg (Spruce Creek Lane). 

P16‐17: view from Glenthorne Loop, looking to the south. 

P18: view from Glenthorne Loop, looking to the north. 

 

3. Route 634 (Adial Road)/Nellysford area at Route 151 

(file name: Rt634_Pxx.jpg) 

P01‐02:  view  approaching  Route  151,  notice  placement  of  stop  sign  is  visually  behind  a  bush,  so  in 

summer months, sign can be obscured by vegetation. 

 

4. Route 613 (Rodes Farm Drive and Lodebar Estate) at Route 151 

(file name: Rt613_Pxx.jpg) 

P01‐03: view from Rodes Farm looking to the north, notice crest of roadway limits sight distance. 

P04‐07: view from Lodebar looking to the south, notice crest of roadway limits sight distance. 

P08: view from Lodebar looking to the north. 

 

5. Route 6 (River Road) at Route 151 

(file name: Rt6_Pxx.jpg) 

P01: View from gravel  lot,  looking a southbound to eastbound  left turning truck.   Notice how the right 

side of the truck is close to the guardrail, but the rear wheels of the trailer crosses the double yellow line 

and into the opposing direction travel lane 

P02: N/A 

P03: View from gravel lot, looking north, notice the proximity of the bridge. 
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P04: view from the gravel lot looking to the east. 

P05: view from the gravel lot looking to the south. 

P06:  view  from  River  Road,  looking  to  the  south,  standing  approximately  at  the  stop  bar,  notice 

embankment and vegetation overhang. 

P07: Stop sign on River Road approach, notice that the sign is bent and yellow paint on the sign. 

P08: Vehicles running off pavement onto shoulder – WB River Road to NB right turn movement. 

P09‐10: View from River Road, looking to the north, notice the bridge in the background. 

 

6. Route 635 (Rockfish School Lane) at Route 151 

(file name: Rt635Rockfish_Pxx.jpg) 

P01 – view from truck pull‐off area (east side of intersection), looking south. 

P02 – view of roadway, south of intersection 

P03 – view from truck pull‐off area, looking at the intersection. 

P04‐06 – view from truck pull‐off area, looking north. 

P07‐08 – view from truck pull‐off area, looking west at Rockfish School Lane 

P09‐11 – view from truck pull‐off area, looking south. 

P12 – view from truck pull‐off area, looking north. 

 

7. Route 635 (Greenfield Road) at Route 151 

(file name: Rt635Greenfield_Pxx.jpg) 

P01‐02 – view looking south. 

P03‐04 – view looking north, notice excess of pavement area. 

P05 – view of guardrail, looking north. 

 

8. Route 729 (Creek Road) at Route 151 

(file name: Rt729_Pxx.jpg) 

P01‐03 – view from gas station, looking west along Creek Road. 

P04 – view of northwest quadrant. 

P05‐07 – view of intersection from the south. 

P08‐10 – view of northwest quadrant. 

P11 – view from intersection looking to the south. 

P12 – view from east side of the roadway, looking south, notice that vehicles have been driving on the 

shoulders. 

P13‐14 – view from east side of the roadway, looking north. 

 

9. Route 784 (Bland Wade Lane) at Route 151 

(file name: Rt784_Pxx.jpg) 

P01  –  view  looking  to  the  south;  notice  the  building  in  the  background  –  a  former  doctor’s  office, 

currently vacant. 

P02 – view looking to the north, notice vertical curve.  

P03‐04 – view looking to the south, notice dip in roadway. 

P05 – view of the intersection, looking north 
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P06‐07 view looking north 

P08 – view of tire scuff marks: WB  lefts to southbound, SB  lefts  to EB – due  to  limited sight distance, 

drivers are aggressive turning. 

 

10. Route 760 (Sunrise Drive) at Route 151 

(file name: Rt760_Pxx.jpg) 

P01 – view looking to the south. 

P02 – view looking to the north, notice crest of hill. 

P03 – view looking to the south. 

P04 – view looking to the south, notice steep embankment. 

P05 – view looking to the south. 

P06‐07 – view looking to the south, notice steep embankment. 

P08 – view of erosion at guardrail. 

P09 – view of guardrail. 

P10 – view of drop‐off/embankment. 

P11 – view of crash debris at Glenvel Lane (south of Sunrise Drive). 

P12‐13 – view at Glenvel Lane. 

P14 – view of more crash debris at Glenvel Lane. 

 

11. Route 609 (Mill Lane) at Route 151 

(file name: Rt609_Pxx.jpg) 

P01 – view of creek sign. 

P02‐05 – view on shoulder looking to the north towards the intersection. 

P06‐07 – view  from stop bar on Mill Lane,  looking north.   Notice bridge parapet wall could  limit sight 

distance. 

P08 – view from Mill Lane, looking south. 

 

12. Route 638 South (Avon Road) at Route 151 

(file name: Rt638south_Pxx.jpg) 

P01 – view of signs. 

P02 – minor leg approach, staff checking sight distance. 

P03 – minor leg approach, scraps on roadway. 

P04 – minor leg approach, staff checking sight distance. 

P05  –  View  looking  to  the  south,  notice  significant  vegetation,  bridge may  also  contribute  to  sight 

distance issue. 

P06 – view looking north. 

P07 – same as P05. 

P8 – view of signs. 

P09 – same as P05. 

P10 – view from minor leg, looking to the south, notice significant vegetation. 

P11 – view of culvert – notice soil erosion. 
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13. Route 840 (Tanbark Drive) at Route 151 

(file name: Rt840_Pxx.jpg) 

P01‐02 – view of Tanbark Road (west leg), looking east towards Route 151.  Notice how vegetation can 

limit view of stop sign. 

P03 –  from stop bar, view  looking to the south, notice embankment and vegetation can contribute to 

limiting the sight distance. 

P04‐07 – view of Tanbark Road  (west  leg),  looking east  towards Route 151.   Purpose of  this series of 

photos is to show progression of approach to the intersection. 

P08‐09 – view of westbound Tanbark (east leg) approach to the intersection. 

P10‐11 – view from stop bar on east leg, looking to the south, notice limited sight distance. 

P12 – view from east leg, looking north. 

P13‐14 – view from northwest quadrant, looking south. 

 

14. Route 6 (Afton Mountain Road) and Route 638 North (Avon Road) at Route 151 

(file name: Rt6‐638north_Pxx.jpg) 

P01 – view of signage on the northbound approach to the intersection. 

P02‐03 – view on westbound approach (east leg) looking towards the intersection. 

P04‐05 – view form stop bar, looking south, notice crest in roadway 

 

15. U.S. Route 250 (Rockfish Gap Turnpike) at Route 151 

(file name: US250_Pxx.jpg) 

P01 – view from southeast quadrant, looking south. 

P02 – view from southeast quadrant, looking east. 

P03‐04 – crash debris in southeast quadrant. 

P05 – view from southeast quadrant, looking south. 

P06 – view of vegetation and stream in southwest quadrant. 

P07  –  view  of  shoulder  area  in  southwest  quadrant,  notice  that  vehicles  have  been  driving  on  the 

shoulders – see puddle. 

P08‐09 – view looking west. 

P10 – view of shoulder damage caused by turning vehicles 

P11 – view from southwest quadrant, looking south. 

P12‐16 – view of westbound traffic approaching the intersection during the PM peak period, notice that 

vehicles are in the hatched median area, as the queue length exceeds the storage.  These vehicles move 

over into the hatched area so that space exists for through vehicles to travel onto the shoulder. 

   




















































































